REMOVE SCREWS FROM

\Iozm SIDE ONLY

// SPUT & TAB

TYPICAL COLUMN SEAM

COLUMN SPLIT & TAB FIELD ASSEMBLY INSTRUCTIONS

1. REMOVE SHIPPING SCREWS AND SEPARATE COLUMN INTO HALVES

2. PREPARE SURFACES TO BE BONDED BY SANDING WITH 40-60 GRIT SANDPAPER OR EQUIV.,
CLEAN & REMOVE ALL CONTAMINANTS FROM BONDING SURFACES PRIOR TO APPLICATION OF
ADHESIVE USING CLEAN RAG AND ISOPROPYL (RUBBING) ALCOHOL, TURINING RAG FREQUENTLY

~ W

5. REASSEMBLE COLUMN HALVES AND BAND OR PULL TIGHTLY TOGETHER IN ORDER TO MINIMIZE

. INSTALL SPLIT COLUMN AROUND EXISTING STRUCTURAL MEMBER TO BE ENCLOSED

REMOVE EXCESS
ADHESIVE

#10 x 1.0 Lg GRABBERS
REMOVE AFTER ADHESIVE CURE

FILL & FINISH w/FIBERGLASS

REPAIR KIT (BONDO OR EQ)
PRIOR TO FINAL PAINTING

-+

. REMOVABLE COLUMN SECTION
PREP BY SANDING BONDING
SURFACES —— INSTALL USING
HIGH GRADE CONSTRUCTION
ADHESIVE

DETAIL A
SCALE: 4X

TAB SECTION

DETAIL A

COLUMN END VIEW

. SPREAD ADHESIVE ON TAB AND COLUMN BONDING SURFACES, INSURE MAXIMUM COVERAGE

COLUMN SPLIT & TAB DETAIL

GAP DISTANCE AT SEAMS, RE-INSTALL GRABBER SCREWS AND REMOVE EXCESS ADHESIVE FROM

SEAM LINES

o

. ALLOW ADHESIVE TO CURE

7. REMOVE ALL GRABBER SCREWS, FILL HOLES AND BLEND SEAMS W/FIBERGLASS REPAIR KIT
MATERIALS (BONDO OR EQ), THEN SAND TO SMOOTH FINISH WITH 120 GRIT SANDPAPER

8. REMOVE DUST AND CONTAMINANTS FROM COLUMN SURFACE, FINISH PAINT WITH AT LEAST 2 COATS

OF HIGH QUALITY PAINT
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